Клюс В.В, Чумаченко А.И.. Оптимизация параметров молниезащитной сетки авиационных полимерных композитных материалов

Рассматривается возможность прогнозирования малоисследованного типа                   молниезащиты в виде металлических сеток, приформованных к поверхности                 защищаемого  изделия. Такой тип защиты используется для изделий с диэлектрическим корпусом, но при условии, если не ставится требование сохранения диэлектрических свойств защищаемого изделия. Основными преимуществами сеточной защиты являются ее высокая  надежность и достаточно малый вес (50-100 г/м2).
Розглядається можливість прогнозування малодослідженого типу блискавкозахисту у виді металевих сіток, приформованих до поверхні виробу, що захищається,. Такий тип захисту використовується для виробів з діелектричним корпусом, але за умови, якщо не ставиться вимога збереження діелектричних властивостей виробу, що захищається. Основними перевагами сіткового захисту є її висока надійність і досить мала вага (50-100 г/м2).

The possibility of prediction of a scantily explored type lightning protection by the way of gauzes attached to a surface of a defended item is considered. Such phylum of a guard is used for items with a dielectric body, but under condition of, if not the request of saving of dielectric properties of a defended item is put. The basic advantages of a grid guard are her high reliability and small enough weight (50-100 g / м2).
