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КІНЕТИЧНІ ТА ЕНЕРГЕТИКО-АКТИВАЦІЙНІ КРИТЕРІЇ ПРОТИЗНОСНИХ ВЛАСТИВОСТЕЙ АВІАПАЛИВА “ТС-1” ДОВГОСТРОКОВОГО ЗБЕРІГАННЯ

Надійна експлуатація техніки, особливо авіаційної, боєздатність військової техніки,  економія матеріалів і енергетичних ресурсів не можлива без прогнозування та оцінки трибопроцесів.  З цією метою доцільно використовувати енергетичні критерії – енергію активації зруйнування Ер. Визначення Ер здійснювалося за спеціально розробленою методикою проведення трибокінетичного дослідження. Отримане значення Ер сталі ШХ15 в авіапаливі “ТС-1”. 
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THE KINETICS AND ENERGY – ACTIVATION CRITERION ANTIFRICTIONS ATTRIBUTES OF AVIACEROSENE  “ТС-1”, WHICH ARE RESERVED OF LONG TIME

The prognosis and estimation of the triboprocess is the based of the reliable exploitation technical equipment, especially aviations, combat readiness of military vehicles, economizes: materials and energy resources. The best of optimal variant is energy criterion – energy activation surfaces destroy Ер. The Ер has found of special method tribokinetics experiment and received for steel “ШХ15” of “ТС-1”. 

